


























kinetics  and  global  equilibrium  are  described  at  a  large  scale  (the  landslide  itself)  and  the 27 
evolving  shearing  strength  at  the  sliding  surface  derives  from  the  “local”  analysis  of  the 28 
shearing  band  and  its  vicinity.  Pore  pressures,  temperatures  and  related  variables  are 29 
estimated by resolving a set of balance equations. Both scales are fully coupled. A significant 30 
aspect analyzed in detail in the paper is the transition from creeping motions to a rapid event. 31 
It  requires  the  joint  consideration  of  strain‐rate  effects  on  friction  and  the  thermo‐poro‐32 
mechanical  analysis  of  the  shearing  band  and  its  vicinity.  Results  are  found  in  terms  of 33 
dimensionless  numbers  which  control  the  entire  phenomenon.  Calculation  of  the  slide 34 
evolution requires special numerical  techniques described  in  the paper. Band permeability  is 35 
found  to be  the dominant property  controlling  the  triggering of  fast motions.  The  creeping 36 


















































































:   dimensionless  coefficient  associated  with  the  source  term  in  the  heat  balance 119 
equation 120 











of catastrophic  landslides  is, however, much  larger and  there  is a continuous arrival of new 132 




plate  collisions  indicate  the  natural  occurrence  of  these  events,  which  is  not  expected  to 137 
decrease in time. 138 
A  classic  landslide  that has been  extensively  studied  is  that of Vaiont; Hendron  and Patton 139 
(1985), Müller  (1964), Nonveiller  (1987), Semenza  (2001) and Paronuzzi et al  (2013) provide 140 
detailed  and  informative  contributions. Other  large  scale  catastrophic  landslides  associated 141 
with  reservoir  operations  have  been  reported  by  Alcántara‐Ayala  and  Domínguez‐Morales 142 
(2008)  (San  Juan de Grijalva  slide  in Mexico, 2007); Wang et al  (2004) and Dai et al  (2004) 143 
(Qiangjianping  slide  in  China,  towards  the  reservoir  of  the  Three  Gorges  Project,  2003); 144 
Chamot (1993), Plaza‐Netos and Zevallos (1994), Schuster et al., (2002) and Harden (2004) (La 145 
Josefina  landslide,  Ecuador,  in  1993).    An  often  reported  case  in  recent  years  is  the  giant 146 
Tsaoling  landslide,  Taiwan,  that was  triggered  by  the  1999  Chi‐Chi  earthquake  (Chen  et  al, 147 
2003; Tang et al, 2009; Liao et al, 2011; Wu and Chen, 2011; Yang et al, 2014.) In general, the 148 
interpretation  of  earthquake  induced  motion  requires  velocity‐  and,  in  some  cases, 149 
displacement‐dependent  shear  strength  weakening  of  the  failure  surface.  This  “slip 150 
weakening”  effect  is  discussed  below  because  of  its  attributed  relevance  to  the  sudden 151 
acceleration of rapid slides. 152 
The morphology and dynamics of these events is quite diverse. Hungr et al (2014) provide an 153 





2014).  In  the  second  case  attention  is  concentrated  on  the  position  and  frictional 159 
characteristics  of  the  sliding  surfaces,  which  should  satisfy  conditions  of  kinematic 160 




2010; Pinyol  et  al 2011;  Zabala  and Alonso 2011; Yerro et  al 2014; Alonso et  al 2014) may 165 
describe the deforming mass by elastoplastic constitutive equations familiar in Soil Mechanics. 166 
DEM  and  related  procedures  describe  the  moving  mass  by  laws  of  interaction  between 167 
particles or blocks (Cleary and Campbell 1993; Campbell et al 1995).  168 
If  the  main  deformation  mechanism  considered  is  one  of  sliding  along  localized  and  thin 169 
shearing  surfaces,  the  underlying  assumption  is  that  these  surfaces  are  already  fully 170 
developed. Of  the  four different  types of slope movements described by Leroueil  (2001) we 171 
are thus concerned with the post‐failure stage following first‐time failures, which includes the 172 
movement of  the  sliding mass  from  immediately after  the  full development of  the  shearing 173 
surface till it comes to rest, and with reactivated slides, where movement restarts along a pre‐174 
existing  failure  surface  developed  during  a  past  event.  It  is  physical  and  physicochemical 175 
processes  occurring  at  these  shearing  surfaces  that  determine  the  slide’s  motion  and  its 176 
evolution  in  time. However,  the enormous difference of  scale between  the  thickness of  the 177 
shearing band and that of the slide raises difficulties. Integration of both scales  in a common 178 
calculation procedure requires a  trade‐off, as methods providing a reasonable description of 179 
the entire moving mass are  ill‐conditioned  to describe  complex physical mechanisms at  the 180 
scale of a shearing band. However, a combination of simple dynamic equilibrium models  for 181 
the entire slide and closer attention to the deforming shearing bands proves useful. This is the 182 
approach  followed  here,  in  line with Voight  and  Faust  (1982), Hendron  and  Patton  (1985), 183 
Vardoulakis  (2002),  Veveakis  et  al  (2007),  Pinyol  and  Alonso  (2010a,  2010b),  Goren  and 184 
Aharonov (2009), Cecinato et al (2011), Cecinato and Zervos (2012). In all these cases the heat 185 









despite  the  heavy  internal  fracturing  observed  in  many  large  landslides,  they  show  a 195 




analyze, especially when brittle materials are  involved  in  the vicinity of  the potential  failure 200 
surface,  as  is  the  case  of  hard  soils  or  soft  argillaceous  rocks,  in  particular  those  of  high 201 
plasticity.  The  strength  operating  in  practice  and  the  geometry  of  the  failure  surface  are 202 
difficult to predict because the failure mechanism develops progressively. Early classic studies 203 







close  to  conditions of  strict equilibrium  (SF=1).  ICOLD  (2002)  reports  that  in at  least 75% of 211 
cases  where  old  landslides  (active  or  inactive)  are  disturbed,  e.g.  by  an  excavation  or  by 212 
submerging  the  toe,  slide  reactivation  or  an  increase  in  velocity  is  observed.  It  is  also 213 
frequently observed, especially  in consolidated clayey strata, that a very  low value of friction 214 
angle,  even  lower  than  the  residual  friction  determined  in  ring  shearing  tests,  operates  in 215 
joints  and  shearing  zones  of  ancient  landslides.  The  evolution  of  residual  strength  during 216 
resting times is a controversial subject which has been discussed in Alonso and Pinyol (2014). 217 
Consider, as an introduction to the remainder of the paper, the motion of a block sliding on a 218 
friction‐resistant surface  inclined at angle ߚ. Velocity  increases  linearly with time, t, following 219 
the equation: 220 
 sin 1v g SF t                  (1) 221 
where g is the gravity acceleration and SF the initial safety factor, defined as the ratio between 
222 
resisting  (shear  strength)  and  disturbing  shear  stress.  If  SF=1.0  the  block  remains  still.  To 
223 
























angle,  that  for a small  reduction of SF by 1%  it  takes 30 minutes  to  reach 30m/s. Therefore 
236 




Material brittleness may explain a  significant  reduction of  shear  strength at  the  start of  the 
239 
motion. It may be  invoked  in cases of first time failures but  it cannot be easily  justified  in re‐
240 








This paper  is organized as  follows: The question of  the  strain  rate dependence of  friction  is 245 
discussed in Section 2. In Section 3 a thermo‐poro‐mechanical model for an infinite planar slide 246 
is  presented,  using  appropriate  dimensionless  variables.  Section  4  discusses  the  numerical 247 
methods developed to solve the corresponding initial/boundary value problem, and Section 5 248 
























      (3) 267 
where E  is the activation energy, T  is absolute temperature, R  is the gas constant and v1  is a 268 
reference shearing rate. The interpretation of this equation is that the energy E in equation (3) 269 
allows  a  shearing  rate  velocity  v.  E  has  the  meaning  of  a  threshold  energy  barrier:  if  it 270 
decreases, velocity  increases. Applied  stresses decrease  the energy barrier and  increase  the 271 
velocity  of  the  processes  taking  place  at  the  point  contacts  and,  therefore,  the  velocity  of 272 
deformation. Stress  is understood as energy per unit volume,  so  the effect of  stress on  the 273 
energy barrier E can be expressed as:   274 









     
     (5) 278 
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
         (7) 291 
Cooper et al  (1999)  investigated the effect of rate of shear on ring shear tests performed on 292 
high  plasticity Gault  clay.  Shearing  rates  varied  almost  four  orders  of magnitude,  from  0.5 293 
mm/min to 0.0001 mm/min, but still within the range expected in creeping slide motions. Tika 294 
et al (1996) extended the rate of shearing to the range 10‐5 to 104 mm/min and concluded that 295 
the  evolution of  residual  strength  depends on  the  type of  soil.  They  found  that  some  soils 296 
exhibit a “negative” rate effect of  the  residual strength, which was explained as result of an 297 
increase  in water  content  in  the  shear  zone,  because  of  the  dilatant  effect  of  “turbulent” 298 
shearing  (which  requires some granular content). Skempton  (1985) presented  results of  ring 299 
shear  test on  clays  conducted  at  rates  from 100  times  faster  to 100  times  slower  than  the 300 
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
  (8) 307 
The velocity term  in Equation (8) provides an  initial  increase  in friction with velocity followed 308 
by a decrease for v > vr.    309 
Testing devices capable of shearing soil samples to velocities  in excess of 0.1 m/s have been 310 
developed  in  the  past  decade.  Temperature  in  these  tests  rises  to  values  that  can  cause 311 
transformation  of minerals. As  a  rough  guide, montmorillonite  loses water molecules  from 312 
interlayers  at  temperatures  <200  ºC;  kaolinite  loses water  and  transforms  into  a  complex  313 
amorphous structure of aluminum and silica compounds at about 550ºC and calcite transforms 314 
into CaO and releases CO2 gas at temperatures of 600ºC ‐ 850ºC. 315 
Ujiie and Tsutsumi  (2010)  report  the results of  tests performed on clayey gouges  in a rotary 316 
shear  apparatus  capable  of  measuring  the  shearband  temperature.  In  saturated  samples, 317 
temperature  increase  and  reduction  of  apparent  friction  under  high  shearing  velocity  (in 318 
excess  of  0.1mm/s)  develop  in  tandem.  The  authors  attributed  the  loss  of  friction  to  the 319 
thermally  induced  dilation  of  water  and  concluded  that  mineral  de‐hydration  and  water 320 
vaporization were not responsible for the rapid “slip weakening” observed. For shearing rates 321 
below  0.1 mm/s  it was  found  that  the  clay  gouge  exhibited  friction  strengthening;  this  is 322 
consistent with data reported by Tika et al (1996).  323 
Many authors have  reported  in  recent years  the  results of high velocity  shearing  (limited  to 324 
around 1.3m/s  in most cases)  in a variety of soil  types  (Di Toro et al, 2006; Mizoguchi et al, 325 
2007; Ferri et al, 2010; Liao et al 2011; Han and Hirose, 2012; Yang et al, 2014)  tested both 326 
saturated  and  unsaturated.  The  soils  tested  are  typically  a  mixture  of  quartz,  carbonate 327 
minerals  and  clay  minerals.  Pore  pressures  and  temperatures  were,  apparently,  never 328 
measured. These tests as well as field observations (e.g. the presence of sheared mud in joints 329 
adjacent to the main shearing surface; the observation of molten rock injected from the sliding 330 
surface  into  the  fault  after  earthquakes)  indicate  that  the  shearing  strength  reduction may 331 
have the following origins: grinding of minerals into nanoparticles of low friction; de‐hydration 332 
of minerals and  the associated  increase  in pore pressure; de‐carbonation of  calcite and  the 333 
release  of  pressurized  gas; melting  of minerals,  resulting  in  a  viscous material  and  thermal 334 
pressurization because of the different dilation coefficients of water and minerals, in the case 335 
of  saturated  soils.  Lack of  saturation  enhances  the  transformation of  clay minerals  and  the 336 
release of CO2, which  is an  indication of unsaturated  samples attaining higher  temperatures 337 
compared with  saturated ones. The  results  can be  explained by  considering  that  saturation 338 
allows  the  reduction  of  normal  effective  stress  to  very  small  values,  in  turn  reducing  heat 339 




without  the  need  to  invoke  the  concept  of  viscosity. On  the  other  hand,  the  extension  of 344 











ln lnA B  
     (9) 354 







     (10) 358 






(Follacci et al, 1993). The  result  is very attractive because  it  seems  to provide a  simple and 365 
elegant  solution  to  a  complex  problem.  However,  this model  is  unable  to  explain  the  fast 366 
acceleration of the landslide once it has initiated, i.e. the transition from pre‐failure velocities 367 
of  the  order  of  4cm/day  to  a  final  velocity  of  30m/sec  in  an  estimated  time  of  15s.  It  is 368 
concluded that a different physical phenomenon should be explored if such acceleration is to 369 
be  captured.  The  situation  is  sketched  in  Figure  2.  The  rate  and  state  dependent  laws  of 370 
friction  seem  to  be  capable  of  predicting  creeping  behaviour  and  even  a  (slow)  transition 371 
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where ݒ  is  the  sliding  velocity  across  the  shear  band  and ݒ଴  is  a  reference  velocity. 377 
Interpretation of the reported results on residual friction of clayey soils indicates that the rate 378 
parameter A can be taken to vary between extremes of 10ିହ and 10ିଶ. For a baseline friction 379 
of 12° and a  reference velocity ݒ଴ ൌ 0.01݉݉/݉݅݊,  this  range  implies  that a  four‐orders‐of‐380 
magnitude  increase of velocity will  lead to an  increase  in the residual friction angle between 381 
0.01°  for ܣ ൌ 10ିହ, which is negligible, and 5.7° for ܣ ൌ 10ିଶ, which represents an extreme, 382 
near‐50% increase over the baseline value. 383 




The  sliding mass moves  as  a  rigid  body  and  deformations  concentrate  in  a  shear  band  of 388 
thickness 2e parallel  to  the slope surface  (Fig.3). The shearing zone  is a  large planar surface 389 




dimensional processes  along  the  spatial  coordinate  z  (Fig.3).  The band  thickness  is  typically 394 









pressure  generated during  sliding due  to  shearing  induced heating. Pore pressure  and heat 404 
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    ,    ,ˆˆ ˆ, ww u z tu z t gD  ,  ˆ ww pp gD  ,     ˆˆ v tv t gD    (11) 408 
where t is the time,  the temperature, uw the excess pore water pressure, pw the initial pore 409 
water  pressure  and  v  the  landslide  velocity. ߩ ൌ ݊ߩ௪ ൅ ሺ1 െ ݊ሻߩ௦  is  the  density  of  the 410 
saturated  soil,  expressed  in  terms  of  porosity,  n ,  and  the  densities  of water  w  and  solid 411 
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where 420 
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The  specific  heat  of  the  saturated  porous medium  is  calculated  using  a weighted  average: 428 
   1w w s smc n c n c      where  cw  and  cs  is  the  specific  heat  of  water  and  solid  particles 429 
respectively.  Fourier’s  thermal  conductivity  is  also  calculated  as  a  weighted  average 430 
 1w sn n      , where w  and  s  the  conductivity of water  and  solid  respectively.  In  line 431 
with (Alonso and Pinyol, 2010b), advective heat transfer is neglected.  432 
The dimensionless source term   ˆ ˆH t  in equation 14a quantifies the heat input into the shear 433 
band  in  terms of  the work consumed per unit volume of  the material by  its  shear  strength. 434 
Outside the band, where the mass moves as a rigid body, no heat is generated (eq. 14b).   435 
Regarding  initial and boundary conditions,  the  first condition  (eq. 15a)  imposes  that  initially 436 
the shear band and surrounding zone are at the reference temperature. No heat is transferred 437 
across the center of the shear band and therefore no heat flow  is  imposed at  zˆ =0 (eq. 15b). 438 
Continuity of temperature and temperature flow should be satisfied on both sides of the shear 439 
band (eq. 15c and 15d). The temperature boundary condition at  zˆ L D  (eq. 15e) stipulates 440 
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saturated soils calculated as:    1soil w sn n      , where  w and  s are the thermal expansion 449 
coefficients  of  water  and  solid  particles  respectively.  These  depend  on  temperature,  e.g.  450 
Wagner  and  Kruse  (1998);  however  as  a  first  approximation  they  are  assumed  here  to  be 451 








wuL .  If  this distance  is  far enough  for excess pore pressure  to not develop  there,  it 459 
does not affect the results; otherwise it stipulates the existence of a drainage boundary.  460 
L and/or  wuL may be  interpreted as the thickness of the claystone  layer containing the shear 461 
band: pore pressure and  temperature  should be maintained constant at  its outer boundary. 462 




 mc D gD
   , coefficient associated with heat flow in the heat balance equation; 467 






c e c e
      , coefficient of the source term in the heat balance equation; 468 
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the  thermal  expansion  of  the  saturated  porous  medium  with  respect  to  its  mechanical 476 
compressibility and  is a dimensionless consolidation coefficient that combines permeability, 477 
confined compressibility and the sliding depth. 478 
For  a  given  planar  landslide  of  thickness  D,  the  range  of  variation  of  the  non‐dimensional 479 
parameters  is  limited.  Properties  such  as  density,  Fourier’s  coefficient,  thermal  expansion 480 
coefficient and the specific heat for common soils and rocks exhibit small variation especially if 481 
compared  with  other  parameters  such  as  permeability.  Typical  values  for  these  material 482 
properties are  indicated  in Error! No  s'ha  trobat  l'origen de  la  referència.. On  the contrary, 483 
permeability, k, soil compressibility, vm , and thickness of the shear band, e, may change more 484 
significantly. Typical ranges of values of these variables are collected  in Error! No s'ha trobat 485 
l'origen  de  la  referència..  As  a  consequence,  the  dimensionless  parameters  that may  vary 486 
significantly depending on the particular case analyzed are:   which is  inversely proportional 487 
to  the  band  thickness;    which  is  inversely  proportional  to  the  band  compressibility 488 
coefficient; and   which depends on the ratio of permeability and soil compressibility.  489 











Idealizing  the  sliding  surface  as  a  zero  thickness  shearing band may be  sufficiently  close  to 501 
actual  conditions,  especially  in  highly  plastic  materials  where  sliding  surfaces  are  often 502 
described as smooth and polished planes.  In terms of problem formulation and  its numerical 503 
solution, the hypothesis of zero band thickness presents some advantages: a) the geometry is 504 
simplified  and  one  of  the  parameters  entering  the  dimensionless  formulation,  the  band 505 
thickness, 2e, disappears and b) the discretization of the domain is simplified because there is 506 
no need to discretize the very thin band. 507 
The  rate  of  frictional work  expended  along  the  contact  plane,  per  unit  of  surface,  is  now 508 
calculated  as  the  product  between  shear  strength  and  velocity.  This  mechanical  work 509 
dissipates  into heat  that  enters  the  rock mass. With  reference  to  Figure 1, when 2e=0,  the 510 
coordinate z=0 indicates the position of the contact plane. 511 
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Note  that  no  heat  is  generated  in  the  sliding  mass,  but  heat  flow  is  imposed  through  a 516 
boundary  flux at  0z  . Because of  symmetry only half of  the heat generated  is  considered. 517 





gD gD   .  The  heat  generated  at  the  boundary  is  now 520 
calculated as: 521 
        2 maxˆ ˆ ˆˆ ˆ ˆcos tan 'wh wH t gD gD p u t v t               522 
Rate effects 523 
Slow maintained  slide displacement  rates  (creeping) will  be  explained  by  considering  strain 524 
rate effects on  strength,  following  the discussion  in Section 2. The analysis  concentrates on 525 
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ability  to adapt  the  timestep during  the  calculation  is also essential,  so  that  long periods of 545 
creep where the solution changes by very  little can be modelled efficiently. We use here the 546 
trapezoidal rule, which  is of order O(Δt2). In principle  it  is also possible to use a higher order, 547 
more accurate multistep method; however adaptive time stepping will only be possible at the 548 
cost of significantly increased complexity, e.g. Skeel (1986). 549 
The  resulting system of equations must be solved  iteratively  to calculate at  the end of each 550 
timestep the slide velocity as well as the temperature and excess pore pressure everywhere in 551 




solved  by  Newton‐Raphson  using  the  current  approximation  of  the  velocity;  the  dynamics 556 
equation was  subsequently  solved  by  Pegasus  (Dowell  and  Jarratt,  1972),  a method  of  the 557 
regula falsi family that is known to be fast and efficient in finding roots of nonlinear equations. 558 
Iterations continued till the residuals of all equations were below tolerance. The timestep was 559 
increased or decreased based on  the  rate, or  lack of,  convergence. The maximum  timestep 560 
used was 24h. This approach allowed timesteps of the order of 105sec for the most part of an 561 
analysis, making the efficient modelling of years of creeping motion possible. 562 
An  additional  challenge  was  the  location  of  the  far  boundary  L  and  wuL .  Previous  work 563 
considered that ambient values of temperature and excess pore pressure are applicable at a 564 
distance equal to a small multiple of the shearband thickness. Although this  is valid for rapid 565 
heat generation during  the  final collapse, modelling  the creep phase should  require a  larger 566 
domain, as heat and pore water will potentially have  the  time  to  travel  longer distances.  In 567 
practice,  the presence of a geological  feature,  such as an  interface with pervious  rock, may 568 
provide a natural boundary within  the  sliding mass, as discussed previously. For  the general 569 
case, however, the following numerical approach was adopted: The far boundary was initially 570 
considered at a distance 10 times the shearband thickness. If, during the calculation, the value 571 
of  either  the  temperature or  the  excess pore pressure next  to  the boundary was  found  to 572 
differ by more  than 10‐10  0C or kPa respectively  from  the corresponding boundary condition, 573 
the  domain  was  expanded  by  100  times  the  shearband  thickness  before  the  calculation 574 
continued.  Therefore  the  problem  progressively  became  computationally  more  expensive; 575 
typical  calculations  started with  about  300  unknowns  but  eventually  involved  in  excess  of 576 




The  case  presented  below  illustrates  the  capability  of  the model  to  integrate  a  history  of 581 
creeping motions and the eventual triggering of a rapid catastrophic motion. Basic parameters 582 
are  given  in  Table  1.  The  sliding mass  is  defined  by  D=25m,  hw0  =11.05m,  =9.8º,  0=12º,  583 
2e=2.5mm, mv=1.5.10‐9Pa‐1 and k=10‐9m/s  . The strain rate effect  is characterized by A=0.014 584 
and vref =10‐5m/s. An initial temperature 0 =10ºC is assumed. The shear band is centered in a 585 
clayey  layer  2m  thick,  bounded  by  pervious  rock  that  is  able  to maintain  the  initial  pore 586 
pressure and temperature. 587 
The slope  is  initially  in strict equilibrium with zero velocity. It  is destabilized by  increasing the 588 
water  level  to hw=12m. The  subsequent history of water  level changes  is given  in Figure 4a. 589 
There is a transient reduction of hw from 13m to 12.5m and a final increase to 14m. During this 590 
final  stage  the  slide  suddenly  accelerates.  Figure  4  provides  the  calculated  evolution  of 591 
temperature (Fig 4b,c), excess pore water pressure (Fig 4d), velocity (Fig 4e), displacement (Fig 592 
4f)  and  friction  angle  (Fig 4g). Temperature  and excess pore pressure  increase  in  the  shear 593 
band  as  soon  as  the  slide becomes unstable. The  sliding  velocity  slowly  increases; however 594 
strain rate effects contribute to maintaining dynamic equilibrium. The subsequent reduction of 595 




When a further  increase of water  level to hw=14 m  is  imposed at t=15000s, temperature and 600 




Thermal  pressurization  affects  the  behaviour  of  the  slide  throughout.  However  there  is  a 605 
qualitative  change when  friction  increase,  induced  by  rate  effects,  is  no  longer  capable  of 606 
counteracting the strength reduction caused by pore pressure build‐up  in the shear band. At 607 
that time the creeping stage ends and  the slope enters a high acceleration and high velocity 608 
stage  promoted  by  a  thermally‐dominated  “feedback  loop”:  temperature  increase‐pore 609 














The  landslide  is  destabilized  by  imposing  an  increment  of  the  dimensionless  pore  water 624 
pressure ( ˆwhp ) equal to 0.0016, equivalent to  increase the water  level  in 10 cm. It  involves a 625 
reduction of the SF from SF=1 to SF= 0.9978. 626 
The effect of  the  shear band  thickness  is  first examined. This parameter only affects the 627 
dimensionless coefficient of  the source  term  in  the energy balance equation. Error! No  s'ha 628 
trobat  l'origen  de  la  referència.  shows  the maximum  dimensionless  velocity  for  different 629 
values  of   and    and  a  constant =1  value.  Since   remains  constant  for  all  the  cases 630 
analyzed,  variation  of    implies  essentially  variation  of  the  permeability.  The  two  plots  in 631 
Figure 5 present  the  same  information  in  two different ways. The nearly horizontal  lines  in 632 
Figure 5a indicate that the effect of parameter on the velocity reached is small. This is also 633 
apparent  from  Figure  5b,  where  the  calculated  velocities  for  different  band  thicknesses 634 
essentially overlap. Parameter  directly affects  the heat generated  in  the  shear band. The 635 
higher its value, i.e. the smaller the band thickness, the larger the quantity of heat generated. 636 




effects  are  included  (also plotted  in  Figure 5).  For  values of lower  than 10‐7, no  effect of 641 





induced  excess  pore  pressure  can  dissipate  quickly  in  these  cases  and  frictional  strength 647 
remains slightly smaller than the initial value. The ratio between the shear strength remaining 648 
after the maximum runout has been reached and the initial shear strength is plotted in Figure 649 




Parameter    combines  permeability  and  band  compressibility.  However  the  effect  of 654 








Figure  7  shows,  as  well  as  Figure  5b  for  that  there  is  a  range  of  dimensionless 663 
consolidation coefficients that separates a high velocity regime (for low values) from a low 664 
velocity‐, no‐heat effect  regime  (for high values).   The observed  trends  in  the variation of 665 
velocity  with  parameter    are  similar  for  all    values.  Reducing  i.e.  increasing  band 666 
stiffness, decreases the threshold range separating high and  low velocity regimes.  In other 667 






= 4.7∙10‐3  and a reference velocity  ˆrefv  6.4∙10‐7. The effect of these parameters on the gain in 674 
strength with velocity  is plotted  in Figure 8. This  rate dependent  law  is within  the  range of 675 
experimental  results measured  at  low  to moderate  shearing  velocities  (say,  below  0.1m/s). 676 
Above this velocity thermal pressurization and other phenomena discussed before contribute 677 
to  the measured rate dependence. However,  the plot  is extended  to high velocities  to show 678 
the maximum contribution which may be expected from rate effects at high shearing speeds. 679 
The parameters chosen imply an increment of 7%, close to one degree, for high sliding velocity 680 
(30 m/s). The  rate dependent  strength  increases quickly at  low velocity and  then  levels off. 681 
Results for a different value of parameter A, used  in the discussion below, are also plotted  in 682 
Figure 8.  683 
The slide  is destabilised by  imposing a 1m  increment of  the water  level. This reduces  the SF 684 
from 1  to 0.98. Limit equilibrium  for  this water  level  is  reached  for a  friction angle equal  to 685 
12.32º,  2.7%  higher  than  the  static  friction  angle  associated with  velocities  lower  than  the 686 
reference creeping velocity.  687 
The  base  case  was  analyzed  for  different  values  of  the    and  parameters.  The  band 688 
thickness‐controlled parameter   is  considered  constant and equal  to 345, as  its effect has 689 
been shown  to be  insignificant. The  results  in  terms of maximum dimensionless velocity are 690 
plotted in Error! No s'ha trobat l'origen de la referència.. The case where thermal effects are 691 
ignored is added to the figure; in that case dynamic equilibrium is reached for a dimensionless 692 








included.  However,  the  threshold  range  of  values  separating  the  slow  and  fast  sliding 701 
regimes  decreases  when  a  rate  effect  on  friction  is  included.  This  becomes  apparent  by 702 
comparing Figures 9 and 7. In other words, rate effects extend the range of “safe” cases, i.e. of 703 
slopes that will not accelerate due  to  thermal pressurization effects.  It appears also that  the 704 
threshold range  is narrower  in Figure 9 (rate effects  included), compared with Figure 6 (no 705 
rate effects) 706 
Figure 10 presents  the maximum  temperature  in  the centre of  the shear band  for  the cases 707 
plotted  in Figure 9. If the  landslide reaches a high velocity quickly, as  is the case for   lower 708 
than 10‐9,  the  shearband  temperature  remains  relatively  low. The  temperature also  remains 709 
low, almost constant, in those cases where the velocity remains low, in a creeping mode, when 710 
is  higher  than  10‐5. Maximum  values  of  temperature  are  reached  in  intermediate  cases, 711 
where  the  excess  pore  pressure  rises  relatively  slowly  and  the  velocity,  although  it  may 712 
eventually become very high, increases at a slower pace. The acceleration of the slide is in fact 713 
a critical factor controlling the development of temperature. 714 
Increasing  the  rate  dependent  component  of  friction  has  been  shown  to  have  a  significant 715 
effect  in  reducing  the  threshold permeability  (through )  that  leads  to a  fast sliding  regime. 716 
This  is  further  shown  in Figure 11 where  the maximum velocity  is plotted  in  terms of for 717 
three A values (see Figure 8 for their effect on friction increase). In all cases =345 and =1.0. 718 
As  expected,  the  creep  velocity when  thermal  effects  are  ignored  (or    has  a  high  value) 719 










To  investigate  the effect of  the  rate parameter A, a set of analyses  is  run where  the slide  is 730 
triggered by a minuscule increase of hw by 0.025% above the strict equilibrium value, resulting 731 
to a change  in the safety  factor ߜܵܨ ൌ 6 ∙ 10ିହ.  In the case of rate‐independent friction  (i.e. 732 
A=0) catastrophic failure occurs immediately; the slide is classified as “rapid” (IUGS, 1995) 2sec 733 
after  initiation and, within a  few more seconds,  frictional heating  leads  to high  temperature 734 
and excess pore pressure almost equal to the overburden stress.  735 
The  introduction  of  even  a  very mild  rate  effect,  e.g.  A=10‐5  corresponding  to  a  negligible 736 
increase  in  friction angle by 0.010  for a 104‐fold  increase  in velocity, suppresses catastrophic 737 
acceleration and leads to creep at constant velocity. The magnitude of the velocity attained is 738 
governed  by  the  rate  parameter  A;  for  A=10‐5  it  is  22cm/day  and  drops  to  1.5cm/day  for 739 
A=10‐3, classifying both  slides as “slow”  (IUGS, 1995). The  temperature  increases by 100C or 740 
less and the excess pore pressure generated is negligible. 741 
To further explore the effect of the rate parameter a second set of analyses is run, where the 742 
slide  is  triggered  by  a  more  substantial  increase  of  the  groundwater  level,  resulting  to 743 
ܵܨ ൌ 0.99. Figure 12 summarises the results. 744 
In the case of rate‐independent friction A=0 but also for any ܣ ൑ 10ିସ, high temperature and 745 
excess  pore  pressure  occur  almost  immediately  and  lead  to  catastrophic  failure.  For 746 
ܣ ൌ 5 ⋅ 10ିସ   a  transitional  behaviour  is  observed, where  the  slide  first  creeps with  near‐747 
constant  velocity  for  the  first  15sec  before  accelerating  to  catastrophic  failure,  while  for 748 
ܣ ൐ 5 ⋅ 10ିସ the  slide  creeps with  “moderate”  (IUGS,  1995)  constant  velocity.  Therefore  a 749 
threshold value Acrit of  the  rate parameter must exist,  that determines whether catastrophic 750 




also presents  the baseline velocity,  i.e.  the constant creep velocity each slide would attain  if 755 
thermal effects were ignored: it is evident that, even where thermal effects do not eventually 756 




If  the  time  scale of heat generation  is  large enough  the  induced excess pore pressures may 761 
dissipate  before  thermal  pressurization  occurs,  irrespectively  of  how  high  the  temperature 762 
attained  is. For a given rate of heat production,  the rate of excess pore pressure generation 763 
will depend on soil permeability.  It  is thus expected that permeability, therefore the value of 764 
parameter Σ, will  influence both  the creep velocity and  the  timing of a possible catastrophic 765 
failure. 766 
To further investigate the impact of parameter Σ, a set of analyses is run with the same trigger, 767 
rate  parameter ܣ ൌ 5.75 ⋅ 10ିସ and  Σ  varying  between Σ ൌ 6 ∙ 10ି଼ and Σ ൌ 6 ∙ 10ିଵଷ.  The 768 
results are summarised in Figure 13. 769 
Lower values of Σ  lead  to  faster development of excess pore pressure and earlier onset of a 770 
catastrophic phase. As  Σ  increases  so does  the duration of  the pre‐failure  creep phase;  this 771 
relationship is highly nonlinear and, as was the case for the rate parameter, a threshold value 772 








generation:  the  lower  the  permeability,  the  faster  excess  pore  pressure  rises  and  effective 781 
stress  drops,  therefore  reducing  the  rate  of  energy  dissipation  into  heat.  Conversely,  the 782 




Previous  sections  analyze  the  landslide  evolution  including  two  phenomena  that  work  in 787 
opposite directions: the heat‐driven acceleration of the  landslide and the stabilizing effect of 788 
friction  rate effects.  In a planar geometry  the  slide  remains always  in motion. The  creeping 789 
velocity,  away  from  blowup,  depends  on  the magnitude  of  the  destabilization  factors,  the 790 
intensity of rate effects and additional properties of the shear band, notably  its permeability. 791 
But  other  sliding  geometries  are  common.  A  good  example  is  Vaiont,  which  may  be 792 
conceptualized  as  an  evolutionary  two‐block  mechanism  (Pinyol  and  Alonso,  2010b).  The 793 
sliding motion results  in a reduction of the mass of the upper unstable wedge and a parallel 794 
increase of the mass of the stabilizing lower wedge. This is a self‐stabilizing mechanism unlike 795 





but  different  initial  length.  Equations  of  dynamic  equilibrium  were  written  for  the  two 801 
interacting blocks. Balance equations  (water  flow,  energy) were  formulated  for  each of  the 802 
two blocks, following the previous discussion. A zero‐thickness band was adopted  in the two 803 
blocks. The following example was analyzed: Block thickness, 25 m; the upper and lower blocks 804 
have  lengths of 60 m and 120 m and  slide on a plane  inclined 37º and 0º  respectively. The 805 
remaining  physical  constants  are  identical  to  the  planar  slides  analyzed  previously.  The 806 
stiffness  coefficient,  mv=1.5∙10‐9  Pa‐1.  It  leads  to  the  following  constant  dimensionless 807 
parameters  for  the  case  analyzed:  =1.27∙10‐9,  =2.72∙107  and  =1.  The  landslide  is 808 
destabilised by  increasing  the water pressure on  the sliding surface of  the  lower block  ( ˆwhp  809 
increases by 0.04 which is equivalent to increasing the water level by 1m). 810 
The  calculated evolution of  velocity and  run‐out  if no  friction  rate effects are  considered  is 811 
given in Figure 15. The effect of  which depends on permeability in the vicinity of the shear 812 
band,  is highlighted. Low values, below 1.63∙10‐7 m/s,  lead to a slide blowup. This  is also the 813 
case of a planar slide. However, the main difference of the compound mechanism  is that the 814 







and  run‐out  and  velocity  during  the  transient motion  of  the  slide  after  initial  instability  is 822 





the main  failure  surface.  Among  the  proposed mechanisms  of  strength  reduction,  thermal 828 
pressurization of pore water in saturated shear bands may explain a fast accelerated motion as 829 
well as a transition from creeping to fast regimes in cases of landslide reactivation. Measured 830 
strain rate effects on friction, at  low to moderate shearing rates, suggest a  linear  increase  in 831 
friction  with  the  logarithm  of  shearing  velocity,  a  relationship  supported  by  basic  friction 832 
concepts. 833 
A  dynamic modelling  of  landslide motion, which  integrates  strain  rate  effects  and  thermal 834 
interactions in a deforming shear band, provides considerable insights into the evolution of the 835 
sliding  velocity  and  its  eventual  blowup, when  thermal  pressurization  dominates  the  slide 836 
motion. A model of this kind, initially developed for planar landslides, has been described by a 837 
set  of  dimensionless  balance  and  equilibrium  equations.  Four  dimensionless  constitutive 838 
coefficients which control the slide movement were derived. It was found that the shear band 839 
permeability  and,  to  a  lesser  extent,  its  compressibility,  dominate  the  entire  phenomenon.  840 
The  set  of  equations  require  a  numerical  solution.  A  novel  staggered  implicit  integration 841 
procedure  has  been  proposed.  It  is  capable  of  handling,  within  reasonable  computational 842 
times, a long creeping history and a sudden final blowup.  843 




blowup phenomena. Given a creeping motion of a  specific  landslide,  time  to blowup  is very 848 
sensitive to strain rate effects. Beyond a certain value of the rate parameter, blowup does not 849 
seem to be possible within realistic runout distances.  850 




Finally, although  the  intention of  the paper was  to provide a  theoretical  investigation of  the 855 
problem  rather  than an analysis of a specific  landslide,  the models presented can be  readily 856 
used on appropriate  real  cases, at  least as a back‐analysis  tool. Predictive modelling  is  also 857 
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Figure  7.  Dimensionless  velocity  reached  at  50  m  of  displacement  for  different  values  of  two 1100 
dimensionless parameters: parameter (coefficient of rate of temperature change in the mass balance 1101 






Figure 8. Friction angle as a  function of  shearing velocity  for  two different A parameters.  (a) Friction 1108 
angle vs velocity;  (b) Ratio between friction angle and static friction angle associated with  log velocity 1109 
values lower than a reference vel ( ˆrefv  6.4∙10‐7).  1110 
 1111 
Figure 9. Dimensionless maximum velocity  in terms of dimensionless parameters (coefficient of rate 1112 
of  temperature change  in  the mass balance equation) and   (coefficient of consolidation  in  the mass 1113 
balance equation of water flow).  (coefficient of heat source term  in the energy balance equation)  is 1114 





mass  balance  equation  of  water  flow).    (coefficient  of  heat  source  term  in  the  energy  balance 1120 
equation)  is  equal  to 345. Rate dependent  friction with A=4.7∙10‐3  and  a  reference  velocity  equal  to 1121 
ˆrefv  6.4∙10‐7. 1122 
 1123 
Figure  11.  Dimensionless  velocity  in  terms  of  dimensionless  parameters  (coefficient  of  rate  of 1124 























Figure  16.  Thermal  analysis  of  two  block  model;  rate  effect  on  friction  characterized  by 1148 










Constitutive modelling  Case  analyzed  and 
particular characteristics 
Main emphasis 
Habib (1967)  Heat  induced  by  friction  on  a  shear  band, 
including heat losses. 
Planar N/A Generated  vapour  pressure  in 
the shearing band may explain a 
rapid motion 
Romero and Molina (1974) Dynamics  of motion  expressed  as  a  balance  of 
energy: slide deformation, basal friction, impulse 









Explaining  the  high  velocity  of 
Vaiont 







Planar Mohr‐Coulomb  Vaiont.  Average  block.  1D 
Finite Element analysis 
Heat  induced  fluid  pressure 
explains Vaiont velocity 




Shear  strain  and  shear  strain  rate 
softening of frictional coefficient 
Thermal  expansion  coefficient  of  the 
soil  skeleton  including  thermoelastic 
expansion and thermoplastic collapse 










Thermal  softening  and  velocity 
strengthening  law  for  frictional 
coefficient 
Thermal  expansion  coefficient  of  the 
soil  skeleton  including  thermoelastic 
expansion and thermoplastic collapse 
Vaiont.
Slide  triggering  by  reducing 
frictional  angle  from  strict 
equilibrium 
Constant  water  table  in 
Veveakis et al. (2007) 
 
Long  creeping  phase  of  Vaiont 










Slide  triggering  by  an  initial 
velocity 
Sensitivity analysis 
Long  travel  distances  of 












Slide  triggering  by  imposing 
an  initial  velocity  (e.g. 
simulating  an  earthquake) 
and imposing an excess pore 
Sensitivity  analysis  of  the 
triggering  factors  and 
constitutive  and  geometrical 
parameters  to  evaluate  the 
effect  on  the  regime  of  the 
water  pressure that 































































Simulation  of  the  long  runout 














Strain,  strain  rate  and  temperature 
softening of the critical state parameter 
function of  the  friction angle at  critical 
states 
Thermal  expansion  coefficient  of  the 
soil  skeleton  including  thermoelastic 
expansion and thermoplastic collapse 




(Taiwan)  in  Cecinato  and 
Zervos  (2012) 
Evaluation  the  effect  of  the 
thermal,  strain  and  strain  rate 
softening and  the pressurization 
mechanism  in  Cecinato  et  al. 
(2011) 
 









Synthetic case A  depth‐averaged  model 
coupled  with  a  thermo‐poro‐




Parameter  Symbol Value Unit 
Water
Density  w  1,000  kg/m3 
Coefficient of compressibility  w  105 10   1/Pa 
Thermal expansion coefficient  w  43.42 10   1/ºC 
Specific heat  cw  34.186 10   J/kg∙ºC 
Conductivity   0.580  J/m∙s∙ºC 
Solid particles
Density  s  2,700  kg/m3 
Thermal expansion coefficient  s  53 10    1/ºC 
Specific heat  cs  28.372 10   J/kg∙ºC 
Conductivity   0.375  J/m∙s∙ºC 
Soil
Porosity n 0.2 ‐ 
 
Table 3. Typical ranges permeability, coefficient of compressibility and band thickness 
Parameter  Symbol Range of value Unit 
Permeability  k  13 510 10    m/s 
Coefficient of compressibility mv 10 810 10    1/Pa 
Shear band thickness  2e  0.001‐0.05 M 
 
 
 
 
 
 
